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Overview 

 Management of WCA-3A 

 L-31N Canal Seepage Management 

 New Seepage Management 

 Water Management Operating Criteria 
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Management of WCA-3A 

Includes existing: 

 Rainfall Plan 

 L-29 Canal constraint of 7.5 ft., NGVD 

 Column 2 during S-12s CSSS Closure Period 

 Water supply  

 

New: 

 S-333 flows no longer have a constraint at G-3273 

 WCA-3A water level Action Line sets priority of S-333, S-356 flows to NESRS 

 S-332B,C,D available capacity determines maximum S-334 release during 

Column 2 (S-332s < 1125 cfs, S-334: 250 cfs) (S-332s < 1000 cfs, S-334: 400 cfs) 

 Column 2 S-334 use outside Closure Period limited to 15 July through 14 August 

when Rainfall Plan water has not been successfully removed from WCA-3A 

through 15 July 
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L-31N Canal Seepage Management 

Includes Existing: 

L-29 Canal constraint of 7.5 ft., NGVD 

L-31N Canal range of 5.5 to 5.8 ft., NGVD 

 

New: 

S-356 flows to NESRS with no G-3273 constraint 

S-356 flows of 250 cfs guaranteed until WCA-3A water level 

rises to Action Line 
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New Seepage Management 

 C-111 canal level is lower (Column 2) when:  

G-3273 above 6.8 ft., NGVD 

and 

WCA-3A above Action Line  

 

 S-197 flows up to 200 cfs based upon S-18C HW level and S-18C full 

open gates, when WCA-3A above Action Line and if not detrimental to 

downstream 

 

 S-357N testing protocol to establish S-357N operating criteria, iterative 

approach consisting of 4 to 5 weeks of gate changes in wet season, gate 

changes meant to stress the system 
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NOTES: 
 

WCA-3A Elevation is the average of Sites 63, 64, and 65. 
 

Increment 1 Action Line is not part of the 2012 WCA-3A Interim Regulation Schedule.   
 

For ease of reference, Increment 1 Action Line is shown with the 2012 WCA-3A Interim Regulation 

Schedule Zones. 
 

Increment 1 Action Line to be referenced as indicated in the G-3273 Constraint Relaxation/S-356 

Field Test and S-357N Operational Strategy. 
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Year-round when stage at G-3273 is below 6.8 and 

WCA-3A stage is below the Increment 1 Action Line  

 S-333 has priority; S-356 use is secondary to S-333 but S-356 

can and should be used subject to L-29 constraint 

► S-333 will be used to release up to the full rate 

prescribed by Rainfall Plan into NESRS subject only 

to the L-29 constraint. 

► S-356 will be used to control the stage in L-31N 

between 5.5 and 5.8 ft., NGVD to the extent there is 

capacity in L-29 without reducing the ability to release 

the full allocation through S-333.  

► Excess flow from L-30 through S-335 may be diverted 

into NESRS using S-356 if desired by the agencies.   
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Year-round when stage at G-3273 is above 6.8 and the 

WCA-3A stage is below the Increment 1 Action Line 

► S-333 will be used to release up to the full Rainfall 

Plan into NESRS subject to the L-29 constraint and 

an assured minimum available capacity of 250 cfs 

through S-356. 

► S-356 will be used to control the stage in L-31N 

between 5.5 and 5.8 feet NGVD with an assured 

minimum available capacity of 250 cfs through S-356 

(S-356 limited priority over S-333), subject only to the 

L-29 constraint. 
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When G-3273 is above the Increment 1 Action Line 

from 1 November through 14 July  

(CSSS Closure Period)  

 

 S-333 has priority 

► S-356 is not operated.  

► S-333 makes maximum releases to NESRS subject to 

L-29 constraint. 

► When L-29 constraint is reached or exceeded and;  

•  S-12C and S-12D are full open, and 

• the discharge to tide from all of the WCAs are 

maximized to the extent that downstream condition 

allow, and  

• the SDCS has available capacity (combined pumping 

rate at S-332B,C,D is less than 1125/1000 cfs 

maintaining stage in the lower half of the range).  
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When G-3273 is above the Increment 1 Action Line 

from 1 November through 14 July  

(CSSS Closure Period) - continued 

 S-334 may be utilized up to a maximum flow rate of 250/400 

cfs to maintain the L-29 canal stage at or below 7.5 ft., NGVD. 

► If S-334 is being utilized, C-111 structures (S-332B,C,D,    

S-176, S-177, S-18C, S-194, and S-196) will be operated 

according to the 2012 WCP Column 2 criteria and S-338 

operated consistent with the 2012 WCP.   

► When the S-18C gate is fully open and S-18C HW exceeds 

2.4, S-197 may be operated to release up to a maximum of 

200 cfs.  When S-18C TW falls below 2.3 for 24 hours,      

S-197 will be reduce as necessary to bring S-18C HW 

above 2.3 feet in 24 hours.   
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When G-3273 is above the Increment 1 Action Line  

from 15 July through 31 October 

 S-333 has priority with no use of S-334. 

► S-333 makes maximum releases to NESRS subject only to 

L-29 constraint 

► S-356 is not operated and S-334 remains closed. 

► C-111 structures (S-332B,C,D, S-176, S-177, S-18C, S-194, 

and S-196) are operated according to the 2012 WCP Column 2 

criteria and S-338 operated consistent with the 2012 WCP.   

► When the S-18C gate is fully open and S-18C HW exceeds 2.4 

S-197 may be operated to release up to a maximum of 200 cfs.  

When S-18C TW falls below 2.3 for 24 hours, S-197 will be 

reduce as necessary to bring S-18C HW above 2.3 feet in 24 

hours.   
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Items Remaining for H&H/Ops Sub-team 

 Performance measures 

 Monitoring Plan 


